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CAST ALUMINUM MOUNTING

HARDWARE (TYPICAL) _/'7
BACKBOARD

[~ TUNNEL VISOR

(TOP VIEW)

A. HORIZONTAL SIGNAL HEAD

= MN.

2 M8 x 12 SQ.HD. STN. STL. SET SCREWS

< 190mm___

CAST ALUMINUM UPPER ARM
//—BACKBOARD
TUNNEL VISOR

L~

STN. STL. SET SCREW BETWEEN
BRACKET & WIREWAY
CAST ALUMINUM BRACKET MOUNTING ASSEMBLY
(ASTRO BRACKET OR EQUIV.)

TIGHTEN AS PER MANUFACTURERS

930mm

1630mm

16mm MIN. HIGH STRENGTH STAINLESS
STEEL BAND (2 REQUIRED) \

RECOMMENDATIONS

DRILL & TAP HOLE IN MAST ARM AND

700mm

INSTALL 20mm DIAMETER INSULATED
CHASE NIPPLE FOR WIREWAY INTO
BRACKET & POLE

(MAX.)

STN. STL. "U” BOLTS, NUTS &
LOCK WASHERS /_ [
[ ]

ALUMINUM WIREVAY \

LEVEL, ADJUST AND

AIM SIGNAL HEAD) PROVIDE MINIMUM

2 M8 x 12 SQ.HD. STN. STL. SET SCREWS CLEARANCE TO
CAST ALUMINUM PAVEMENT SURFACE

LEAVE SLACK IN WIRING FOR LEVELING LOWER ARM

AND ADJUSTMENT
(SIDE VIEW)

B. VERTICAL SIGNAL HEAD

NO. REVISION BY DATE
Approved:
Director of Maintenance, Specifications Almrq
and Traffic Engineering
Date: March 18, 2003 TRANSPORTATION

STANDARD MOUNTING HARDWARE
MAST ARM OF CANTILEVER POLE

Prepared
By:

Checked [Scale: TCS-F-515

By: None




