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General 
 
Particularly on higher volume rural multi-
lane, divided highways, visibility of critical 
route marker signage installed on the right-
hand side of the roadway may not be 
adequately visible to motorists travelling in 
the left lane. 
 
Secondary route marker signage may be 
installed on the left-hand side of the 
roadway at highway to highway junctions to 
enhance visibility of route marker signage. 
 
Guidelines for Use 
 
Secondary route marker signage should be 
used at rural multi-lane, divided highway 
intersections with: 

• One and two-digit highways; 
• Three digit highways with greater 

than 2000 AADT; and 
• Three digit highways with greater 

than 50 vehicles per hour in the 
peak hour turning left onto the minor 
highway. 

 
Secondary route marker signage, when 
used, will consist of the following signage 
installed on the left-hand side of the 
roadway: 

• Junction sign 
• Route marker cluster, and 
• Confirmation route marker 
• Confirmation trailblazer (where 

applicable) 
 
When used, secondary route marker 
signage should be installed for both 
directions of travel on the divided highway. 

 
Guidelines for Placement 
 
Secondary route marker signage should be 
installed directly across from the 
corresponding right-side mounted junction 
sign, route marker cluster, confirmation 
route marker and confirmation trailblazer 
(where applicable). 
 
Sign placement location (distance from 
intersection and proximity to other signage) 
should be in accordance with the typical 
sign distances in TCS-A4-430 in the 
Highway Guide and Information Sign 
Manual. 
 
References to Standards 
 

Highway Guide 
and Information 
Sign Manual 

Section A4.4.3 

TCS-A4-430 

 


