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CONES ON TANGENT

. WD-192 shall be erected 2km
| TRAFFIC CONTROL
|/ PERSON

7
WD-A-2
- 8.

WD-1166B-R  NOTES:

Consideration must be given to tratfic volume,
sight distances, sign spacing, duration of work,
night time conditions and other factors to
ensure traffic control devices are adequate in
each instance.

. All sign spacing shall be 100m-150m unless

otherwise indicated.

. Speed limit and warning signs shall be placed

after every intersecting roadway and shall be
no more than 5km apart throughout the work
zone where there is a restricted speed zone.

. Examples of additional warning signs that may

be required in conjunction with this plan are:

® e

- WD-150 WD-A-22

WD-A-1II
WD-104  wD-A-49 WD-A-100

WD-157

Other hazard signs as shown in the
schedule of signs may be used as required.

in advance of
the project. Distance tab to include project
length plus setback from project limit.

For mobile operation, cones may not
be required

For undivided highways, gateway assembly
patterns shall be printed back-to-back on the
same board. The orange and black side faces
traffic entering the work zone while the

black and white side faces exiting traffic.
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WD-I1I66A-R
WD-lleeB-L
(SEE NOTE 8)

ADDITIONAL WARNING
SIGNS AS REQUIRED
(SEE NOTE 4)
o
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Approved:

Original signed
by Tom Loo

Assistant Deputy Minister,
Delivery Services Division

Averton

Date: FEBRUARY 2017

TYPICAL SIGNING
ONE LANE CLOSURE
WITH GATEWAY ASSEMBLIES
TWO LANE UNDIVIDED HIGHWAY
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